
TYPICAL ALLOYS

304L 410S Monel® 400 Inconel® 825 Aluminum

316L Nickel 200 Inconel® 625 Hastelloy® C276

Custom grades are available.

ROLL-BONDED  
CLAD PLATE
TECHNICAL DATASHEET

TYPICAL CLAD MATERIALS

•	 Stainless clad  / carbon steel

•	 Nickel clad  / carbon steel

•	 Nickel alloy  / clad carbon steel

•	 Stainless  / aluminum clad

•	 Stainless  / aluminum/stainless clad

•	 CRA  / carbon steel clad

CLAD PLATE CAPABILITIES

•	 Thicknesses from 3/16” to 1” (4.76 to 25.4 mm)

•	 Widths to 98” (2,500  mm)

•	 Lengths to 540” (13,716 mm) 

•	 Surface grinding (#3 & #4 finish) 

•	 Normalizing & solution anneal

•	 Ultrasonic testing to SA 578

•	 % of clad: 5% to 40%

•	 Weight  / plate: 8,000 lbs. max. (finished)
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0.25 98 699 478 6 2500 17750 44

0.375 98 699 478 10 2500 17750 44

0.5 98 640 437 13 2500 16250 41

0.625 98 433 296 16 2500 11000 28

0.75 98 378 258 19 2500 9600 24

0.875 98 320 219 22 2500 8125 20

1 98 260 178 25 2500 6600 17

1.25 98 197 135 32 2500 5000 13

CLAD PLATE SIZE CHART
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